






MMVP Series Patchcords

MMVPTLThe MMVPTL insertion / withdrawal tool is 16” long 
and allows easy access to the DIN 1.0/2.3 
connectors on the back of the patchbay, 
making setup and modification 
fast and easy.

DIN 1.0/2.3 Connectors
Our DIN 1.0/2.3 connectors utilize a unique push/pull lock and release 
feature, simplifying installation and modification.  They are 75 Ohm 
rated, compatible with the most widely used cable sizes, and 
can be terminated using a standard BNC crimp tool.

DIN1855A Compatible with Belden 1855A
DIN179DT Compatible with Belden 179DT
DIN1505A Compatible with Belden 1505A
DIN1694A Compatible with Belden 1694A

Part Numbers

DIN 1.0/2.3 Insertion / Withdrawal Tool

MMVP Series patchcords are perfect for the most critical HD video and AES/EBU digital 
audio patching applications.  They are available in a wide variety of lengths and 
colors.  Each patchcord is assembled using premium, low loss cabling 
and a rugged overmolded strain relief for long lasting dependability.

DIN1855A

VMMP2BK

Part Number Configurator
Plug Type Color Code
VMMP + +

1-10 Ft.

Color: BK = Black
R = Red
O = Orange

GN = Green
BL = Blue
GY = Gray

Y = Yellow
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